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S-15/09 CONSTRUCTION OF RUNWAY AT MULTAN AIRPORT -OPMT 
(REPLACE NOTAM A-0412/09 & A-459/09) 

 

1. With effect from 01st July, 2009 0100 UTC. 
 

2. 28th February, 2010 1300 UTC. 
 

3. Due to reconstruction work runway will remain closed. A portion of parallel Taxiway-ALPHA 
located 500 feet east of runway is available as RWY-18/36 for ATR-42 or below category aircraft 
operation as shown in Appendix to this AIP Supplement. The specifications are given below: 
 

RUNWAY PHYSICAL CHARACTERISTICS  
Designations 

RWY NR 
True Bearing Dimensions of 

RWY (M) 
Strength (PCN) and 
surface of RWY and 

SWY 

THR  coordinates THR elevation and highest 
elevation of TDZ of precision 

APP RWY 
1 2 3 4 5 6 

18 180 1981 x 23 27/F/C/Y/U Bitumen  301251 N 
0712519 E THR 392 FT 

36 360   301147  N 
0712514 E THR 400 FT 

 

Designations    
RWY NR 

Slope of 
RWY/SWY 

SWY dimension 
(M) 

CWY dimension (M) Strip dimension 
(M) 

Obstacle Free Zone 

7 8 9 10 11 12 
18 - 152 - - - 
36 - 152 - - - 

 

DECLARED DISTANCES 

Designations RWY NR TORA (M) ASDA (M) TODA  (M) LDA (M) 
1 2 3 4 5 

18 1981 2133 2133 1981 

36 1981 2133 2133 1981 
 

RWY Marking RWY Designator, THR, TDZ, RWY Centre Line, Taxi Holding Position, Aiming 
points, RWY Edge Lines, RWY end and Pre -THR. 

APP / RWY Lights Nil 

Other Facilities 

i. Disc and DMBS available 
ii. Operation hours HJ  
iii. Procedures for VOR Y/Z, RWY-36, NDB Y/Z RWY-36, VOR Y/Z RWY-18 
and NDB ALPHA RWY-18 as published in AIP Pakistan on page AD2.OPMT-13 
to AD2.OPMT-19 will remain valid for RWY. However, only visual circling minima 
(OCA 1130 FT) shall be applicable and straight-in minima in these procedures 
shall remain suspended. 

Temporary Obstructions 

Temporary fences of maximum height 8FT with flags are erected to segregate 
both construction areas i.e  runway and apron from active area on following 
location respectively: 
i.  On the western side along the entire length of runway and undershoot areas 
at a distance of 246FT (75M) from centerline of newly prepared RWY-18/36. 
ii. Alongside north eastern edge of intersection newly prepared Runway-18/36 
and TWY-C at a distance of 160FT (49M) from centerline of RWY-18/36 and 
56FT (17M) from centerline of TWY-C. 

 

4. Pilots to exercise caution while landing / take-off due to work in progress on the runway and 
presence of heavy machinery of maximum height 36FT (11M) is deployed on both construction sites. 
Appropriate marking/flags are provided. 
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